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Solalight Lighting Solution Specification
MODEL SolaLight

Power Consumption by LED Bulb 1.2W/each

Solar Input Range 5~8 VDC

LED DC Output 12VDC/0.5A

USB Output 5VDC 1A

INDICATORS

Battery Full Green LED lighting

Battery Charging Red LED lighting

Low Battery Green LED flashing

BATTERY & CHARGER

Battery Type Lithium-ion

Battery Voltage 3.6 VDC

Constant Charging Voltage 4.2 VDC

Shutdown Voltage 3 VDC

Charging Current Via Solar Panel: 0.5A
Via Micro USB: 1A

Typical Charging Time Via Solar Panel: 9 hours
Via Micro USB: 4 hours

ENVIRONMENT

Operating Temperature  0- 40°C (Non-condensing)

Relative Humidity 0-90 % 

Product specifications are subject to change without further notice.

SolaLight
• 3W solar panel included
• Built-in Ultra-light LED
• 2 sets of 12V LED Bulbs included  
• Built-in USB charger port for mobile device
• Built-in Lithium-ion Battery (>4000mAh)

Package Contents:
Running Time

= 12hrs 

= 6hrs 

= 12hrs 
3W Solar Panel Power Pack LED Bulb

x1 x2SL2 x1   or   SL1x1     


